


Multi-window display Interconnection and Interoperabi

It supports the arbitrary opening of windows on the It supports the management of multiple screen groups and
screen and roaming display. the interconnection and interoperability of signals,

Visual human-machine interaction

Video Decoding

It supports signals from IPC network

cameras, RTSP, etc,, and these signals
can be directly input and displayed on the large screen.

Product Model KP43-09VA KP43-12VA KP43-09VA KP43-12VA KP43-15VA KP43-18VA KP43-20VA KP43-25VA KP43-12VA KP43-15VA KPA43-18VA KP43-20VA KP43-25VA KP43-18VA
Pixel Pitch P0.9 P12 P0.9 P12 P1.5 P18 P2.0 P25 P1.2 P15 P1.8 P2.0 P2.5 P1.8
oD Dmensons

Unit Resolution 1024*576  768'432  1024*576 768'432  640*360 512288  480*270  384*216 768432  640*360  512°288  480%270  384*216  512*288
Panel Technology coB coB IMD45&1 SMD SMD SMD SMD SMD (@Eﬁm) (@U%Mtzzﬂ) (@;ﬂgm) (@%Mt[t)ﬂﬁ) (@iﬁzﬂ) (@%N‘EBW
Luminance 800nits 800nits 800nits 600nits 600nits 800nits 800nits 750nits 4000nits 4000nits 3500nits 1350nits 1100nits 1000nits
Contrast Ratio 1000000:1  1000000:1  4000:1 4000:1 4000:1 4000:1 4000:1 4000:1 8000:1 8000:1 8000:1 5000:1 5000:1 6000:1
Color Temperature 3000K~9300KE] 1

Refresh Rate 60Hz

Video Interface 3840Hz 7680Hz
Operating Voltage AC:100~240V, 50/60Hz

Peak Power Consumption s00w/m?  480W/m?  600W/m?  550W/m?  550W/m?  550W/m? 450W/m2  450W/m?  500W/m2  500W/m?  450W/m2  240W/m?  240W/m?  400W/m?

Service Life 100000
Operating Temperature -10°C~50°C
Operating Humidity 10%~80% RH

Weight 11Kg/FEtA
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